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INSTRUCTION MANUAL 

 

 
1. View of LCD: 

 
 
 
 
 

2.  Function of key: 
 
 
 
 
 
 
 
 
 

* For the first use please press the RESET button key ! 
3. Setting the clock 

3.1 Press MENU key at clock display,  will display on upper right corner. 
3.2 Press OK key, MO will flash and start to set current time, use +/- key to  adjust right weekday 

or weekend. 
3.3 Press OK key to confirm and hour will flash, use +/- to adjust hour. Make sure AM/PM is 

correctly set. 
3.4 Press OK key to confirm and minute now flashes, use +/- key to adjust minute. 

Note: when minute is set, the clock will go from 0 second. 
3.5 Press OK key to confirm.                                                                                     
Note: to set the clock once again, press OK key and repeat the steps from 3.2 to 3.5. 

To set programs for the timer, press MENU key and see Section 4. 
To quit to clock display, hold MENU for 2 seconds or more. 
If no key is pressed within 1 minute, the   will be disappeared and the clock format 
will be displayed. 

4. Setting the programs 

4.1 Press MENU key at clock display till     is shown on the screen. Up to 9 programs can 
be set for each day of the week. 

Please follow the following steps to set the programs according to your requirement: 
4.2 Press MENU key till the screen shows, 1ON  display on the LCD. 
4.3 Press OK key to start setting. MO, TU till SU will flash, at this stage, use +/- key to adjust 

day or days you want. 
Press+key , the options will show in such order: 
MO,TU,WE,TH,FR,SA,SU each day only. 
MO,TU,WE,TH,FR five weekday only     
SA,SU weekend only 
-:-- no setting 
Press- key , these options will show in a reversed order. 
Note:-:-- is an invalid option and if it is selected, you can press OK again to restart setting. 

4.4 Press OK key to confirm and hour will be flashing, use +/- to adjust hour. 
4.5 Press OK key to confirm and minute will flash, use +/- to adjust minute. 
4.6 Press OK key to confirm and PROG 1ON  is now correctly set. 

 
 

4.7 Press MENU key  and the screen will show 1OFF . 
4.8 Press OK key  to start setting PROG 1OFF . Follow the steps 4.3 to 4.6. 
4.9 To have more programs set, repeat the above steps. 
4.10 When finish programs setting. press MENU key to quit or hold MENU key for 2 or more 

seconds at any stage to go back to clock display format. If  no  key  is  pushed  within  1 
minute, the clock will be displayed. 

4.11 To edit a particular program, locate it using MENU key  and press OK key to edit it. 
4.12 To remove a particular program, locate it using MENU key, then press OK key  and set the 

day to -:-- using +/- key. 
 

Note 1: The programs will not be activated until the following conditions are met: 
A.The operating mode of the timer is set to AUTO mode.                      
B.No countdown program is running. 

Note 2: If a countdown program has just run (see Section 5) or the operating mode is changed (see Section 6), 
The program at the current time will be temporarily overridden. 

 
5. Countdown function 
5.1 Hold CTD key for 2 seconds or more at  any time  ( unless  when a  countdown  program  is 

running) to set a countdown program. The screen shows: 

the    sign indicates that the timer is now in count down mode. 
Note: no function if CTD key is hold for less than 2 seconds. 

Once the CTD key is pressed, the timer will be immediately shifted to AUTO OFF mode and output is 
cut off. 

5.2 Use CTD key to select a desired countdown time. The screen display cycles in the 
following order: 0:00  0:05  0:10  with 5  minutes interval  till  2:00  and 1 hour  interval 
after 2:00.Max countdown time is 12 hours. 
Hold the CTD key to roll fast. 

5.3 Release the key and the countdown starts after 2 seconds. There will be output in the outlet 

and  the  time  that   remains  will  flash ,  the     sign will be  constantly  shown  till 
countdown finish. 

5.4 The screen will go back to clock display format  when the countdown is over. The  timer  is 
now  in AUTO OFF mode. 

5.5 When the  countdown  program is  running, you can press CTD key to quit to clock  display 
Format, the timer will be in AUTO OFF mode. 

Note: When  a countdown  program  is  setting  and or  it  is  running,  functions  of   the  other  keys  will  be 
suspended. 

 
6.Operating modes of the timer 
Press MANUAL key at clock display to select desired operating mode of the timer. Display  of 
the modes cycles in such order: 

OFF/AUTO OFF /ON /AUTO ON 
Description of the modes: 
OFF: output is cut off and the programs are deactivated. 
ON: output is constantly and the programs are deactivated. 
AUTO OFF/AUTO ON: the timer runs in accordance with the programs previously set.The 
code of  the ongoing program is shown in the screen . OFF indicates that there is no output 
and ON indicates that there is output in the outlet. 
N.B. If the timer cannot run as the programs are set, please verify : 

A. Whether the current time is correctly set, including AM/PM; 
B. Whether the programs are correctly set, including the day and AM/PM; 
C. Whether the programs are overlapped; 
D. Whether the operating mode of the timer is set to AUTO. 

 

    

KEY FUNCTION 
MENU shift between CLOCK and PROGRAM modes 
+ / increase the number by 1 or hold to roll fast 
_ / decrease the number by 1 or hold to roll fast 
MANUAL shift between OFF/AUTO OFF/ON/AUTO ON modes 
OK confirm the current setting 
CTD/COUNTDOWN start the countdown function 
RESET / R reset the timer and clear all data previously setting 
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TLAČIDLO FUNKCIA

MENU prepnutie medzi režimami CLOCK a 
PROGRAM

+/>> zvýšenie čísla o 1 alebo podržaním rýchla 
zmena 

-/<< zníženie čísla o 1 alebo podržaním 
rýchla zmena  

MANUAL prepnutie medzi režimami OFF/AUTO  

OK potvrdenie aktuálneho nastavenia

CTD/COUNTDOWN spustenie funkcie odpočítavania

RESET/R resetovanie časovača a vynulovanie 
predošlého   

* Pred prvým použitím stlačte tlačidlo RESET!         

1. Nastavenie hodín
	 1.1	 Na displeji hodín stlačte tlačidlo MENU a v pravom hornom rohu sa zobrazí            .
	 1.2	� Stlačte tlačidlo OK, rozbliká sa MO a spustí sa nastavenie aktuálneho času. Tlačidlami +/- nas-

tavte správny deň v týždni (pracovný/víkend).
	 1.3	� Stlačte tlačidlo OK a potvrďte voľbu, rozbliká sa hodina. Tlačidlami +/- nastavte hodinu. Overte, 

či je správne nastavená voľba dopoludnie/odpoludnie AM/PM.
	 1.4	� Stlačte tlačidlo OK a potvrďte voľbu, rozblikajú sa minúty. Tlačidlami +/- nastavte minúty.
		  Poznámka: keď sú nastavené minúty, hodiny budú pracovať od 0 sekúnd.
	 1.5	 Stlačte tlačidlo OK a potvrďte voľbu. Poznámka: ak chcete nastaviť hodiny znova, stlačte tlačidlo 	
		  OK a opakujte kroky 1.2 až 1.5.
		�  Ak chcete nastaviť programy časovača, stlačte tlačidlo MENU a postupujte podľa časti 2. Ak 

chcete opustiť zobrazenie hodín, na 2 sekundy alebo na dlhšie podržte tlačidlo MENU.
		  Ak do 1 minúty nestlačíte tlačidlo, zmizne             a zobrazí sa formát hodín.

2.	Nastavenie programov
	 2.1	� Podržte tlačidlo MENU na displeji hodín, dokým sa na ňom nezobrazí            . Pre každý deň v 

týždni je možné zobraziť až 9 programov.
		  Postupujte podľa nasledovných krokov a nastavte programy podľa vašich požiadaviek:
	 2.2	 Podržte tlačidlo MENU, kým sa na obrazovke LCD nezobrazí 1ON.
	 2.3	� Stlačte tlačidlo OK a začnite nastavovať. Rozblikajú sa indikátory MO, TU až SU, teraz použite 

tlačidlá +/- na nastavenie dní, ktoré požadujete.
		�  Stlačte tlačidlo + a v danom poradí sa zobrazia nasledujúce možnosti: MO, TU, WE, TH, FR, SA, 

SU – iba jednotlivé dni. MO, TU, WE, TH, FR – iba pracovné dni     SA, SU – iba dni v týždni
		  -:-- – žiadne nastavenie
		  Stlačte tlačidlo – a v obrátenom poradí sa zobrazia nasledujúce možnosti:
		�  Poznámka: „-:--“ je neplatná možnosť a ak ju vyberiete, môžete znova stlačiť tlačidlo OK a s 

nastavením začať znova.
	 2.4	 Stlačte tlačidlo OK a potvrďte voľbu, rozbliká sa hodina. Tlačidlami +/- nastavte hodinu.
	 2.5	 Stlačte tlačidlo OK a potvrďte voľbu, rozblikajú sa minúty. Tlačidlami +/- nastavte minúty.
	 2.6	 Stlačte tlačidlo OK a potvrďte voľbu, teraz bude správne nastavený parameter PROG 1ON.
	 2.7	 Stlačte tlačidlo MENU a na obrazovke sa zobrazí 1OFF.
	 2.8	 Stlačte tlačidlo OK a začnite nastavovať PROG 1OFF. Postupujte podľa krokov 2.3 až 2.6.
	 2.9	 Ak chcete nastaviť viac programov, opakujte vyššie uvedené kroky.

CLOCK

Pohľad na LCD displej

CLOCK

PROG
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	 2.10	�Po dokončení nastavenia programov stlačte tlačidlo MENU a opusťte ponuku, alebo tlačidlo 
MENU podržte minimálne na 2 sekundy v ktorejkoľvek fáze a vráťte sa k zobrazeniu formátu 
hodín. Ak do 1 minúty nestlačíte žiadne tlačidlo, zobrazia sa hodiny.

	 2.11	�Ak chcete upraviť špecifický program, vyhľadajte ho pomocou tlačidla v MENU a stlačením 
tlačidla OK ho budete môcť upraviť.

	 2.12	�Ak chcete odstrániť špecifický program, vyhľadajte ho pomocou tlačidla v MENU, potom stlačte 
tlačidlo OK a nastavte deň na -:-- pomocou tlačidiel +/-.

		�  Poznámka 1: Programy nebudú aktivované, kým nebudú splnené nasledovné podmienky: A. 
Prevádzkový režim časovača je nastavený na voľbu AUTO.                                

		  B. Nepracuje žiadny program odpočítavania.
		�  Poznámka 2: Ak práve dopracoval program odpočítavania (pozri časť 5) alebo sa zmenil prevádz-

kový režim (pozri časť 6), práve používaný program bude dočasne potlačený.

3.	Funkcia odpočítavania
	 3.1	� Kedykoľvek podržte tlačidlo CTD minimálne na 2 sekundy (ak práve nepracuje program 

odpočítavania) a nastavte program odpočítavania. Obrazovka bude ukazovať toto:
		  symbol            signalizuje, že časovač teraz pracuje v režime odpočítavania.
		  Poznámka: žiadna funkcia sa nepoužije, ak tlačidlo CTD stlačíte kratšie než na 2 sekundy.
		  Po stlačení tlačidla CTD sa časovač ihneď prepne do režimu AUTO OFF a výstup sa odpojí.
	 3.2	� Pomocou tlačidla CTD vyberte požadovaný čas odpočítavania. Obrazovka bude zobrazovať cy-

kly v nasledujúcom poradí: 0:00  0:05  0:10 s intervalom 5 minút až do intervalu 2:00 a 1 hodina, 
po 2:00. Maximálny čas odpočítavania je 12 hodín.

		  Podržaním tlačidla CTD sa bude hodnota meniť rýchlejšie.
	 3.3	� Uvoľnite tlačidlo a odpočítavanie sa začne po 2 sekundách. Na výstupe bude signál a zostávajúci 

čas bude blikať, symbol              bude stále zobrazený až do skončenia odpočítavania.
	 3.4	� Keď sa odpočítavanie skončí, na obrazovke sa zobrazí formát hodín. Časovač je teraz režime 

AUTO OFF.
	 3.5	� Keď pracuje program odpočítavania, môžete stlačiť tlačidlo CTD a prejsť do formátu zobrazenia 

hodín, časovač potom bude v režime AUTO OFF.
		�  Poznámka: Keď je nastavený alebo pracuje program odpočítavania, funkcie ostatných tlačidiel sú 

vyradené.

4. Prevádzkové režimy časovača
Stlačte tlačidlo MANUÁL pri zobrazení hodín a vyberte požadovaný prevádzkový režim časovača. Zobra-
zenie režimov je cyklické nasledovným spôsobom:
		  OFF / AUTO OFF / ON / AUTO ON
		  Popis režimov:
		�  OFF: výstup je odpojený a programy sú deaktivované. ON: výstup je stále pripojený a programy 

sú deaktivované.
		�  AUTO OFF / AUTO ON: časovač pracuje v súlade s predtým nastavenými programami. Kód pre-

biehajúceho programu je zobrazený na obrazovke. OFF signalizuje, že na výstupe nie je žiadny 
signál a ON signalizuje, že na výstupe je signál k dispozícii.

		  POZNÁMKA: Ak časovač nepracuje podľa nastavených programov, skontrolujte nasledovné:
	 A.	 Skontrolujte, či je správne nastavený aktuálny čas vrátane parametrov AM/PM.
	 B.	 Skontrolujte, či sú správne nastavené programy vrátane dňa a parametrov AM/PM.
	 C.	 Skontrolujte, či sa programy časove neprekrývajú.
	 D.	 Skontrolujte, či je prevádzkový režim časovača nastavený na voľbu AUTO.
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View of LCD: 

 
 
 
 
Function of key: 

Taste Funktion 
MENU Wechsel zwischen CLOCK und PROGRAM Modus 
+/>> Um eins nach oben 
-/<< Um eins nach unten 
MANUAL Wechsel zwischen OFF/AUTO OFF/ON/AUTO ON Modus 
OK Bestätigung der Einstellungen 
CTD/COUNTDOWN Start der Countdown Funktion 
RESET/R Reset aller Einstellungen 

 
 

* For the first use please press the RESET button key !  
 
Specifications of the timer: 
+ It is provided with a buffer battery 
+ Daily and weekly programmable 
+ In a week the timer can be programmed for 16 different start-up and start-off (8 start-up and 8 start-off). 
 

1. Setting the clock 
1.1 Press MENU key at clock display,  will display on upper right corner. 
1.2 Press OK key, MO will flash and start to set current time, use +/- key to  adjust right 

weekday or weekend. 
1.3 Press OK key to confirm and hour will flash, use +/- to adjust hour. Make sure AM/PM 

is correctly set. 
1.4 Press OK key to confirm and minute now flashes, use +/- key to adjust minute. 
1.5 Press OK key to confirm.                                                                                      

 
2. Setting the programs 
2.1 Press MENU key at clock display till     is shown on the screen. Up to 9 programs 

can be set for each day of the week. 

2.2 Press MENU key till the screen shows, 1ON  display on the LCD. 
2.3 Press OK key to start setting. MO, TU till SU will flash, at this stage, use +/- key to 

adjust day or days you want. Weekday only or. weekend only is also possible. 
2.4 Press OK key to confirm and hour will be flashing, use +/- to adjust hour, check if AM / 

PM is set correctly. 
2.5 Press OK key to confirm and minute will flash, use +/- to adjust minute. 
2.6 Press OK key to confirm and PROG 1ON  is now correctly set. 
2.7 Press MENU key  and the screen will show 1OFF . 
2.8 Press OK key  to start setting PROG 1OFF . Follow the steps 4.3 to 4.6. 
2.9 To have more programs set, repeat the above steps. 
2.10 When finish programs setting. press MENU key to quit or hold MENU key for 2 or more 

seconds at any stage to go back to clock display format. If  no  key  is  pushed  within  1 
minute, the clock will be displayed. 

2.11 To edit a particular program, locate it using MENU key  and press OK key to edit it. 
2.12 To remove a particular program, locate it using MENU key, then press OK key  and set 

the day to -:-- using +/- key. 
 

3. Operating modes of the timer 
Press MANUAL key at clock display to select desired operating mode of the timer: 

+ OFF: output is cut off and the programs are deactivated.  
+ ON: output is constantly and the programs are deactivated. 
AUTO OFF/AUTO ON: the timer runs in accordance with the programs previously set. The code of  the 
ongoing program is shown in the screen . OFF indicates that there is no output and ON indicates that 
there is output in the outlet. 
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